SolarShield®

Laminated Reflective Coated Safety Glass

DESCRIPTION

SolarShield® provides high solar control in a range
of colours.

TYPICAL APPLICATIONS

* Curtain walls and entrance to commercial
buildings

*  Wherever high solar control is needed

e Glazed partitions and screens

» Skylights

BENEFITS & FEATURES
e Glare reduction in buildings

* Hugely reduced energy costs due to high solar
control properties

» Building envelope longevity

VARIATION

SolarShield® is a PVB laminated safety glass that
can be custom-manufactured to meet various
safety, security and noise reduction standards.

COATING DENSITIES

LEGISLATION AND STANDARDS

SolarShield® is a PVB laminated safety glass
complying with SANS 1263.

Strength ratings

Normal Strength (NS) - complies with SANS
1263 Part 1

High Penetration Resistant (HPR) - complies
with SANS 1263 Part 1

High Impact (HI)- complies with SANS 1263 Part
2

SIZES & THICKNESSES

Additional standard stock sizes and thicknesses are
available on request. Recommended maximum
size will depend on application and design load.
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Technical Information

(Performance Data)



Solarshield®

Visible Light Solar Energy Noise
Laminated Safety Glass IGDB | Trans. Reflect. | (2  Reflect. Absorpt. oioc' | SH.G.C nggif'f‘_g U;;'s“s‘;‘sm‘;’; oS TL. )
silver sio | 16111 11 [ 43 | 75 | 38 [ 53 o | 025 | o029 5.80 33
Silver S20 16122 24 28 64 25 56 19 0.36 0.42 5.80 33
Silver S30 | 16054 85 19 55 18 54 28 0.45 0.52 5.80 33
Aquamarine S10 16112 9 29 72 28 64 8 0.28 0.32 5.80 33
Aquamarine S20 16118 20 20 63 21 62 17 0.37 0.42 5.80 &3
Aquamarine  s30 | 16045 [ 32 | 13 | 54 | 13 [ 60 | 27 | o046 | 053 5.80 33
Blue si0 | 16022 10 | 20 [ 72 | 30 | 62 | 8 | 028 | 032 5.80 33
Blue s0 | 16032 | 19 | 22 [ e4a | 22 | 62 | 16 | 036 | 041 5.80 33
Blue S30 16115 30 15 55) 15 59 26 0.45 0.51 5.80 g8
Bronze S10 16024 8 16 69 19 74 7 0.31 0.35 5.80 33
Bronze S20 16036 16 12 63 13 73 14 0.37 0.43 5.80 &3
Bronze S30 16047 22 9 57 10 69 21 0.43 0.49 5.80 33
Grey S10 16026 6 13 69 18 75 7 0.31 0.35 5.80 &3
Grey S20 16038 13 9 63 13 73 14 0.31 0.43 5.80 33
Grey S30 16049 19 8 58 10 70 20 0.42 0.48 5.80 &3
Regal Blue S10 16028 9 20 70 25 67 8 0.30 0.34 5.80 33
Regal Blue S20 16040 15 15 65 19 67 14 0.35 0.40 5.80 g8
Regal Blue S30 16051 24 11 57 13 64 23 0.43 0.50 5.80 33
serene Green  s10 | 16030 [ 11 32 [ 60 | 18 | 75 7 | 031 | 035 5.80 33
Serene Green S20 16042 23 21 63 13 73 14 0.37 0.43 5.80 33
Serene Green S30 16053 34 15 57 10 69 21 0.43 0.49 5.80 &3
Note:

The performance data in the above table is calculated in accordance with NFRC 100-2010, and given as an indication only.

Actual values may differ due to manufacturing tolerances.

S.H.G.C. and U-values quoted are "Centre of Glass", and exclude any frame effects. SANS 204 should be consulted for total fenestration values.

Thermal safety warranties are available on application.

Sound Transmission Loss (S.T.L.) values are mean, measured at the centre frequency of the 1/3 octave band, over the frequency range 100 to
5000Hz, centre of glass.

*IGDB: International Glazing Data Base
**SAGDB: South African Glass Data Base
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