COMFORT & ENERGY SAVING GLASS SOLUTIONS

E Range

Low Emissivity Single Glazed

DESCRIPTION

The E Range is a single glazed low emissivity glass
designed to give superior insulation.

TYPICAL APPLICATIONS
Where additional insulation is required.

BENEFITS & FEATURES
Superior thermal insulation for single glazing.

VARIATIONS

Versatile - various options available from the PG
SmartGlass® range incorporating a Low E glass:
» ColourVue® E Range

¢ SolarVue® E Range

* SolarShield® E Range

LEGISLATION AND STANDARDS

The E Range of products will comply with SANS
1263: Part 1 when laminated.

SIZES & THICKNESSES

Additional standard stock sizes and thicknesses are

available on request. Recommended maximum size .
ass

will depend on application and design load. ——— —
PVB

NOTE: E Range is a sided product with exposed coating Coated

requiring special cleaning techniques. surface

. Glass
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Technical Information

(Performance Data)



E Range: ColourVue®

Visible Light Solar Energy Noise
Laminated Safety Glass IGDB | Trans. Reflect. | 102 Reflect. Absorpt. 1'?;;?1‘: S.H.G.C ng‘e“f'f‘_g U;;'s“s‘;ﬁ:‘;'; oS TL. @g)
Intruderprufe Low E ZA103200 83 10 29 9 25 66 0.71 0.81 3.70 &3
Aquamarine Low E ZA100220 67 8 36 8 35 57 0.64 0.73 3.70 33
Cool Blue Low E 222 67 9 37 8 85 57 0.63 0.73 3.70 &3
Cool Bronze Low E zai00222 | 49 7 | as | 7 | a7 | 46 | 055 | 063 3.70 33
Cool Grey Low E 28100223 | 40 6 | 48 | 7 51 | 42 | 052 | 060 3.70 33
Regal Blue Low E oo [ 50 [ 7 | 41 8 | 40 | 52 | 059 | o068 3.70 33
Serene Green Low E 241103200 74 9 46 7 49 44 0.54 0.62 3.70 g8
Deep Aquamarine Low E ZA103200 55 7 42 7 43 50 0.58 0.67 3.70 33
Deep Cool Blue Low E ZA103200 56 7 43 7 44 49 0.57 0.66 3.70 &3
Deep Cool Bronze Low E ZA103200 29 5 55 6 61 33 0.45 0.51 3.70 33
Deep Cool Grey Low E | 272 [ 19 5 | 50 | 6 | 66 | 28 | 041 | 047 3.70 33
Deep Regal Blue Low E | 2103200 | 32 5 48 7 51 42 0.52 0.60 3.70 33
Ener-G Smart® Low E
Visible Light Solar Energy Noise
ENER-G SMART® Low E
Single-Glazed Product IGDB | Trans. Reflect. | foa  Reflect. Absorpt. —ieo | sHG.c | Stading Uvalue oerre o] s.TL.
Neutral 16127 39 16 60 15 56 29 0.40 0.46 3.70 83
Aquamarine 16123 33 12 61 12 61 27 0.39 0.45 3.70 33
Blue 16124 34 12 61 12 60 28 0.39 0.45 3.70 &3
Bronze 16125 23 9 67 9 72 19 0.33 0.38 3.70 33
Grey 16126 20 8 67 9 72 19 0.33 0.38 3.70 g8
Regal Blue 16128 31 10 62 11 63 26 0.38 0.44 3.70 33
Serene Green 16129 38 12 64 8 70 22 0.36 0.41 3.70 &3
Note:

The performance data in the above table is calculated in accordance with NFRC 100-2010, and given as an indication only.
Actual values may differ due to manufacturing tolerances.
S.H.G.C. and U-values quoted are "Centre of Glass", and exclude any frame effects. SANS 204 should be consulted for total fenestration values.
Thermal safety warranties are available on application.

Sound Transmission Loss (S.T.L.) values are mean, measured at the centre frequency of the 1/3 octave band, over the frequency range 100 to
5000Hz, centre of glass.

*IGDB: International Glazing Data Base
**SAGDB: South African Glass Data Base
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E Range: SolarVue®

Visible Light Solar Energy Noise

Laminated Safety Glass IGDB | Trans. Reflect. [ %! Reflect. Absorpt. prroct [sHG.c | Sacnd [U-vale Centreofls Ty e
Neutral HL 16003 43 14 57 12 56 32 0.43 0.49 3.70 88
Neutral XHL 16098 54 10 49 9 49 42 0.51 0.59 3.70 33
Neutral SHL 16084 62 9 43 8 43 49 0.57 0.66 3.70 88
Neutral MHL 16071 66 10 41 8 41 51 0.59 0.68 3.70 33
Aquamarine HL 16055 40 10 56 9 59 32 0.44 0.50 3.70 &
Agquamarine XHL 16090 44 9 54 8 57 35 0.46 0.53 3.70 33
Blue HL 16056 30 8 60 9 64 27 0.40 0.46 3.70 &3
Blue XHL 16092 46 9 51 9 53 38 0.49 0.56 3.70 33
Bronze HL 16058 26 8 64 8 69 23 0.36 0.42 3.70 88
Bronze XHL 16094 32 6 58 6 65 29 0.42 0.48 3.70 33
Grey HL 16104 24 7 63 7 70 23 0.37 0.42 3.70 88
Grey XHL 16096 28 6 59 6 66 28 0.41 0.47 3.70 33
Regal Blue HL 16004 30 8 60 9 64 27 0.40 0.46 3.70 &
Regal Blue XHL 16100 34 7 57 8 61 31 0.43 0.50 3.70 33
Serene Green HL 16105 40 10 64 7 72 21 0.36 0.41 3.70 &3
Serene Green XHL 16102 46 9 60 7 66 27 0.40 0.46 3.70 33

Note:

The performance data in the above table is calculated in accordance with NFRC 100-2010, and given as an indication only.
Actual values may differ due to manufacturing tolerances.
S.H.G.C. and U-values quoted are "Centre of Glass", and exclude any frame effects. SANS 204 should be consulted for total fenestration values.
Thermal safety warranties are available on application.

Sound Transmission Loss (S.T.L.) values are mean, measured at the centre frequency of the 1/3 octave band, over the frequency range 100 to
5000Hz, centre of glass.

*IGDB: International Glazing Data Base
**SAGDB: South African Glass Data Base
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E Range: SolarShield®

Visible Light Solar Energy Noise
Laminated Safety Glass IGDB | Trans. Reflect. "E"I’It;' Reflect. Absorpt. ?r';f]‘;t S.HG.C sgzg;?.g U;E';g {Centre of| 5 .. (ae)
Aquamarine Low E S10| 16021 8 27 81 28 66 6 0.19 0.22 3.70 &3
Aquamarine Low E S20 | 16033 19 19 72 19 66 15 0.28 0.32 3.70 33
Aquamarine Low E S30 | 16046 28 14 66 13 65 22 0.34 0.40 3.70 88
Blue Low E S$10 | 16023 8 31 81 32 61 7 0.19 0.22 3.70 33
Blue Low E S20 | 16035 18 21 73 22 64 14 0.27 0.31 3.70 63
Blue Low E S30 | 16001 29 14 65 14 64 22 0.35 0.40 3.70 33
Bronze Low E S10 | 16025 8 15 78 17 76 7 0.22 0.25 3.70 &)
Bronze Low E S$20 | 16037 16 11 72 13 74 13 0.28 0.32 3.70 33
Bronze Low E S30 | 16048 19 9 69 10 74 16 0.31 0.35 3.70 &3
Grey Low E S10 | 16027 5 14 80 20 75 5 0.20 0.23 3.70 33
Grey Low E S20 | 16039 13 9 73 12 76 12 0.27 0.31 3.70 &3
Grey Low E S30 | 16050 18 8 69 10 74 16 0.31 0.36 3.70 33
Regal Blue Low E  S10 | 16029 8 20 80 24 69 7 0.20 0.23 3.70 88
Regal Blue LowE S20 | 16041 15 14 73 17 70 13 0.27 0.31 3.70 33
Regal Blue LowE S30 | 16052 23 10 67 12 68 20 0.33 0.38 3.70 &3
Silver Low E S10 | 16032 9 39 81 35 58 7 0.19 0.21 3.70 33
Silver Low E s20 | 16044 | 24 27 71 23 60 17 029 | 033 3.70 33
Silver Low E s30 | 16002 | 34 17 63 17 57 26 037 | 043 3.70 33
Serene Green Low ES10 | 16031 | 9 33 | 80 17 78 5 020 | 023 3.70 33
Serene Green Low E S20 | 16043 22 20 73 13 75 12 0.27 0.31 3.70 33
Serene Green Low ES30 | 16121 33 17 64 16 60 24 0.36 0.42 3.70 88

Note:

The performance data in the above table is calculated in accordance with NFRC 100-2010, and given as an indication only.
Actual values may differ due to manufacturing tolerances.
S.H.G.C. and U-values quoted are "Centre of Glass", and exclude any frame effects. SANS 204 should be consulted for total fenestration values.
Thermal safety warranties are available on application.

Sound Transmission Loss (S.T.L.) values are mean, measured at the centre frequency of the 1/3 octave band, over the frequency range 100 to
5000Hz, centre of glass.

*IGDB: International Glazing Data Base
**SAGDB: South African Glass Data Base
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