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IMAGES MIRRORS 
Areas where safety mirrors are required. 

 
SANS 17 
When less than 1200mm from finished floor level in Furniture (E.g. dressing tables, wall hung mirrors, coffee 
tables…) 
 
SANS 10400 Part N 
In bathrooms where the mirror/glazing material is less than 1800mm in any direction from bath or shower.  
A mirror is installed as a facing to a cupboard door less than 800 mm above floor level and there is no solid 
backing. 
When used in any application where safety glass would be required typically                (E.g. Entrance doors, side 
lights…) 
 
SAGGA Best practise note (Being proposed at SABS for inclusion in SANS 10400-N)  
When a wall is cladded with a mirror/glazing material and is less than 1800mm from finished floor level (In 
gyms, walls in house or shops) 

 

A) PVB Laminated Safety Mirror 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PVB Laminated Safety Mirror (Images) 
 

Traditionally, mirrors have a functional use, making them an integral part of our daily lives. Yet 
mirrors have aesthetic value too. They reflect light, enlarge small rooms, brighten up dark 

corners and reflect beautiful objects and captivating scenery. One way to ‘widen’ a room is to 
fit a vertical ceiling-to-floor mirror adjacent and at right angles to a window. This creates the 

illusion of a wider room and reflects the window, projecting more light into a room. 
 

For Single Sided Mirrors the back-paint will be visible on the “back” side of the glass. 
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Guide for recommended sizes 

6.38mm Laminated Safety Mirror = 3.2m² 
8.38mm Laminated Safety Mirror = 4.4m² 
10.38mm Laminated Safety Mirror = 6.0m² 
 
When framed all round sizes in SANS 10400N:2012 Tables 1-4 can be used.  
For any other sizes please contact the Technical Department for additional info.  
 

B) Annealed Monolithic Mirror 
 

Annealed Monolithic Mirror (Images) (Non Safety Mirror) 
 

Below is a schematic of the Images been manufactured and used up to date.  
Due to pending changes to SANS 17 (In Draft Format) all mirrors below 1200mm from finished floor 
level must be safety mirror i.e to comply with SANS 1263:Part 1  

 

 
 
 
Guide for recommended sizes 

3mm Mirror = 0.75m² 
4mm Mirror = 1.5m² 
5mm Mirror = 2.1m² 
 
Can only be used where safety glazing is not required. 
See SANS 17 & SANS 10400N for more information on where 
safety glazing is required.  
 
 
 
 

 
 
 
   

 
Benefits of the PVB Laminated Safety Mirror Range. 
 

 Mirror backing paint is protected (encapsulated in glass make-up) 
-Resistant to physical damage (Scratches)  
- Chemical Attack (incompatible fixing materials) 
- Moisture resistant (damp, humidity…) 

 Laminated glass complies to SANS 1263:Part 1 for safety, and SANS 10137 & 
10400N (thickness dependant) 
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